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Thank you for purchasing this Yaesu product. 
This instruction manual explains information related to the “GM Function’. 


For information on basic operation of the transceiver, please refer to the enclosed 
FTM-100DR/DE operating manual. 


Company names and products in this manual are trademarks or registered 
trademarks of the respective company. 
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What is the GM Function? 


The GM (Group Monitor) function automatically monitors for any other stations with the 
GM function in operation on the same frequency, or stations operating in DN mode, 
within communication range. The GM function then displays the acquired information, 
including the direction and distance, on the screen for each detected call sign. 

In addition to notifying you of the GM members within your communication range, the 
GM function also displays the relative positions of all the members on the transceiver 
screen. 
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Tips 
pina GM function does not work while in the analog mode. When the GM function is activated, the 
operating band automatically switches to DN mode. 

« When sending an image with the GM function in operation, the operating band automatically 
switches to FR mode (Fast Rate (high-speed data communication) mode). Upon completion of the 
data transmission, the mode automatically reverts to the original V/D mode (simultaneous voice/ 
data communication mode). 


What is the GM Function? 


Displaying all the stations using the GM function 


—————$—_ 
1 Press (Gu). 
The GM function activates and displays up to 24 
stations using the GM mode on the same frequency, 
or stations operating in DN mode, within the 
communication range. 
* Displays fad for stations within your communication 
range. ———— 
* Displays Fx for stations outside your communication VIM Dp. Gui SQL 
range. 
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Deleting stations from the list 


Delete the stations displayed on the list. 


1 Press (Back). 


2 Rotate the DIAL to select the station you want to 
delete, then press (2182). 
Deletes the selected station from the list. 
Pressing deletes all stations displayed on the list. 


Inputting Characters 


You can input letters and characters to create messages by following the procedure 
below. 


i Switching the character type 


Press ([A/a] appears on the upper side). Pressing each time changes the 
character type in the following order. 
Uppercase letters — symbols — lowercase letters — numbers 


fj Deleting all input characters 
Press ([{CLR] appears on the upper side). 


i Moving the cursor to the left 
Press ([<] appears on the upper side). 


§ Moving the cursor to the right 
Press (Gu) ([>] appears on the upper side). 


fj Deleting the most recently input character 
Press ([x] appears on the upper side). 


§ Completing input 
Press or (Back). 


Checking Received Messages or Images 


Check messages or images on the LOG list using the GM function. 


Downloading messages or images 


When there is a message or image sent in digital mode from a station on the same 
operating frequency, the content of the message or image is displayed for a certain 
period of time on the transceiver screen. Message data can be downloaded to the 
memory of the transceiver and image data can be downloaded to the microSD memory 
card inserted into the transceiver. 


When receiving a message When receiving an image 
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* While receiving an image, sender’s call sign and “>>>” appear to indicate the reception progress of 
the data. 

+ If the message cannot be downloaded successfully due to unsupported file format or other reasons, 
“Not Completed” appears. 

+ If the image data cannot be downloaded to the microSD memory card successfully due to 
insufficient memory space, “Insufficient SD's Memory” appears. 


Viewing the message or image list 


You can display the list of transmitted and received data. You can also select the data 
you want to check from the list. 


1 Press and hold (Gw) for over one second. 
Displays the “DG-ID SETUP” screen. 
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2 Press /§AS°/, (MEIE appears on the left side) 
Displays the “LOG SELECT” screen. 


Checking Received Messages or Images 


3 Rotate the DIAL to select [GM [=4 MESSAGE] or ae ree Bessrce 

GM PICT], then press : 

om [el PIeN then p spies nessa! LIST 

When [GM [E4 MESSAGE] is selected, the “GM 7 "Btn ool ae 

MESSAGE” screen appears. oc Jal SoE—eM aaei4 
Prop ferio 

When [GM [a] PICT] is selected, the “GM PICT” OT VES TaT05 

screen appears and the images and time stamps are Tat ohe— en Deiat 

listed. Prorpeno pro goer t [5] 

Press (EEE) appears on the upper side) to su FIST aE 

switch the display to image size display. Pressing Sm atone ene pede 

each time switches the display. ES SEE EE GIS SS 


IEI displayed on the left side of the icon indicates that 
the image was successfully received. 


aie} §=—- Icons on the left side of the LOG list indicate the following. 


| NEW [Creating and sending a new message 


Message received (unread) 


ol | 
[oF ine rcshed ued) | 
[nfs ree fedtooond = 


* The data most recently received is on the top of the list. 
* Press (EMC appears on the upper side) to jump to the bottom of the list. 
« When there are many files, it may take a while to jump to the bottom of the list. Press [PTT] 
to cancel the operation halfway. 


* Press (TOF appears on the upper side) to jump to the top of the list. 
4 Rotate the DIAL to select the data you want to check, then press (282). 
Displays the selected data. 


5 Press twice. 


Returns the screen to the previously viewed screen. 


Checking Received Messages or Images 


Deleting messages or images 


You can delete unnecessary data from the memory channels or the microSD memory 
card. 


fj Deleting data from the content display screen 


1 
2 


Display the data you want to delete. 


Press (Gv) (Jail appears on the upper side). 
Displays the confirmation screen. 
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Rotate the DIAL to select [OK?], then press (@182). “Peat RE pee 
aa: : leat 
Starts the deletion process. Cancel 
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After completing deletion, the display returns to the 
data list screen. 

Rows move up by one. 

To cancel deletion, select [Cancel], then press (BBE). 


fj Deleting data from the list 


1 
2 


3 


From the data list, select the data you want to delete by rotating the DIAL. 


Press (Gu) (Jail appears on the upper side). 
Displays the confirmation screen. 

Rotate the DIAL to select [OK?], then press (QE). 
Starts the deletion process. 

After completing deletion, the display returns to the 
data list screen. 


Rows move up by one. 
To cancel deletion, select [Cancel], then press (286) . 
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Sending MESSAGE (Massages) or Images (PICT) 


Send messages or images using the GM function. 
There are the following three ways for sending messages or images. 


(1) Creating and sending a new message 
(2) Replying to the sender of the checked message or image data 
(3) Forwarding the checked message or image data 


Sending massages or images 


You can send messages or images from the transceiver. Sent data can be viewed by all 
stations operating in digital mode on the same frequency. 

There are the following three ways for sending messages or images. 

(1) Creating and sending a new message 

(2) Replying to the sender of the downloaded message or image data 

(3) Forwarding the downloaded message or image data 


| Creating and sending a new message 
Create a new message and send. 


1 Press and hold (Gu) for over one second. 
Displays the “DG-ID SETUP” screen. 


2 Press /§AS°/, (MEIE appears on the left side) 
Displays the “LOG SELECT” screen. 


3 Rotate the DIAL to select [GM Ey MESSAGE], then 
press (QI88). 


Displays the “GM MESSAGE” screen. 


4 Rotate the DIAL to select [NEW], then press (R85). ca "Bete ool ae 
5 Press (skal appears on the upper side). so JALYOE-GM did 


Displays the message entry screen. 


Sending MESSAGE (Massages) or Images (PICT) 


6 See “Inputting Characters” on page 5 to input a message. 


7 Press (sack), 


Displays the entire message. 


* To save the created message, press (= | 


appears on the upper side). For details, see 
“Registering routine messages” on page 11. 


* To continue message entry, press (EDIT 


appears on the upper side). 


8 Press (32) (ERI) appears on the upper side). * Fees Tourins6/s 
B3:6G 2baysMrr 
Sends the message. Deetaetiririiies 


To cancel transmission, press (ack). Sa e=SS am 
When message transmission completes, “Completed” appears and then the 
screen returns to the message list screen. The tag of the transmitted message is 
added to the top of the list. 


| Using routine messages 


The following 19 routine messages are stored on the transceiver at the time of factory 
shipment for quick input. 


QRM Good night 
QRP Send messages 
QRT Send pictures 
QRX on my way 
QRZ wait for you 
QSY Pick me u 

Good morning Thank you 
Good job OK 

Good day urgent 


Good evening 


1 Follow steps 1 to 4 in “Creating and sending a new message” on page 9 to 
display the message details screen. 


2 Press (EEE appears on the upper side). 


Displays the routine messages at the top of the 

screen. 

aie} §©= For “01” to “10”, you can register a message comprising 
up to 16 letters. See “Registering routine messages” on 
page 11. 
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Sending MESSAGE (Massages) or Images (PICT) 


3 Rotate the DIAL to select the desired routine 


message, then press (RISE) . 


Displays the selected routine message in the 
message entry field. 


4 Press (EES appears on the upper side). 


Hides the routine message display field at the top of 
the screen. 


ae HE Thank sours rris J 
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5 To add letters to the message, input letters following steps 4 to 5 in “Creating and 


sending a new message” on page 9. 


@ Registering routine messages 


You can register up 10 routine messages using a maximum of 80 characters. 
Messages you registered can be selected and used in the same way as the 19 prepared 


routine messages. 


1 Follow steps 1 to 6 in “Creating and sending a new message” on page 9 to input a 


text message. 


Alphanumeric characters including symbols can be used. 


2 Press (Back). 
3 Press (CEE appears on the upper side). 


Displays the routine message field at the top of the 
screen. 


4 Rotate the DIAL to select the number where you 
want to register the message, then press (&!8E) . 
You can select a number from “01” to “10”. 


———— 


ON AM SII) (nH (Seva) GRRE | 
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SAWE*OLiLrertrsetrieeiie 
Take a wean | 
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Registers the text as a routine message and closes the routine message field. 
+ If you register a new message to a number where a message already have registered, the 


old message is overwritten. 


* To cancel registration, press again (E3EE=J appears on the upper side). 
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Sending MESSAGE (Massages) or Images (PICT) 


Replying to the sender of the checked message or image data 


Reply to the sender of the checked message or image data. 


1 Press and hold (Gu) for over one second. 
Displays the “DG-ID SETUP” screen. 

2 Press /fAS°/, (MEIE appears on the left side) 
Displays the “LOG SELECT” screen. 

3 Rotate the DIAL to select [GM [24 MESSAGE] or 
[GM [ma] PICT], then press (2185) . 
When [GM [E§ MESSAGE] is selected, the “GM 
MESSAGE” screen appears. 
When [GM [a] PICT] is selected, the “GM PICT” 
screen appears. 

4 Rotate the DIAL to select the data you want to reply to, then press (@I82). 
Displays the selected data. 


[MESSAGE] [PICT] 
*oESTORALL ol: ALL 
Boo | FROM: JA12RL-@81 18 KB 
Sipsett# 2019/0406 05:43 
ELIE =r ELEC 


5 Press (gM appears on the upper side). 
Displays the message entry screen. 
6 Enter the reply message. 
See “Creating and sending a new message” on page 9 to enter the reply 
message. 
+ When replying, the call sign of the MESSAGE/PICT data sender is automatically specified 
for “to:”. 
* In other words, even if you specify the data sender's call sign (name) for “to:” to reply, other 
stations operating GM on the same frequency can still view the message or image as long 
as they are within the communication range. 


7 Press (sack), 
Displays the entire message. 

8 Press (EERIE) appears on the upper side). 
Sends the message. When message or image transmission completes, “Completed 
appears and then the screen returns to either the message list screen or image list 
screen. 


” 
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Sending MESSAGE (Massages) or Images (PICT) 


Forwarding the checked message or image data 


You can forward the checked message or image data. 

1 Press and hold (Gw) for over one second. 
Displays the “DG-ID SETUP” screen. 

2 Press /§A8°7, (MEIE appears on the left side) 
Displays the “LOG SELECT” screen. 


3 Rotate the DIAL to select [GM [E]MESSAGE] or 
[GM [mm] PICT], then press (25). 
When [GM [E§ MESSAGE] is selected, the “GM 
MESSAGE” screen appears. 
When [GM [ma] PICT] is selected, the “GM PICT” 
screen appears. 

4 Rotate the DIAL to select the data you want to 
forward, then press (@I82). 


Displays the selected data. 


GM_ MESSAGE 


EHEW 
F #E1JALZRL-8a1 12:4 
oF JALYOE-GM 4-1 
POF LENO} OELIPICT| 


a 
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[MESSAGE] [PICT] 
Tos AL 
FROM: TA1ZRL-& 14 KB 
RCUDS 2AlS-h4-15 17227 
BG woi4 


1 
SUBJECT! 2615-64-81 


ETO: ALL 
Good ! 
[EDITPFWORFLYBOEL[SCR| 


PUD IRE LY BOELIE Cr] 


5 Press (MQUB) appears on the upper side). 
“SEND "to: ALL"” appears. 


6 Rotate the DIAL to select [OK?], then press (@I88). | “SfSEND = TORALL * | 


When message or image transmission completes, 
“Completed” appears and then the screen returns to 
either the message list screen or image list screen. | woot 


Completed 
[FWOPRFLYBOEL [SCR 
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1 DP-ID LIST 


Displays the DP-ID list screen _ 


Setting of the alert sound when detecting 
stations within communication range 


3 MESSAGE POPUP Pop-up message display setting OFF / ON 


2 RANGE RINGER OFF / ON 


Transceiver personal ID (five-digit 


4 RADIO ID CHECK ; . 
alphanumeric code) display 


— (non-editable) 


@1 DP-ID LIST 

Description: Every C4FM digital transmit communication contains the individual ID 
information (Radio ID) of each transceiver. The DP-ID function uses this 
individual ID information. 
When communicating with another transceiver, if the DP-ID of the stations 
are registered in each other's transceivers, they can communicate even if 
the DG-ID numbers are different. 
For details, refer to the FTM-100DR/DE operating Manual 


@ 2 RANGE RINGER 

Description: Activates/deactivates the alert sound when detecting stations within 
communication range. Select “ON” to activate the alert sound when 
detecting any stations within communication range. 


@3 MESSAGE POPUP 
Description: Activates/deactivates the pop-up message display. Select “ON” to display 
the pop-up message. 


@ 4 RADIO ID CHECK 

Description: In the GM function, each transceiver transmits its own ID besides the call 
sign. 
RADIO ID is a 5-digit code consisting of alphanumeric characters that is 
written into the transceiver during factory production. 
The RADIO ID cannot be edited. 
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